University of Nebraska - Lincoln

DigitalCommons@University of Nebraska - Lincoln
Historical Materials from University of NebraskaLincoln Extension

Extension

1955

EC55-405 Arrowhead and Bar Tack
Helen Rocke

Follow this and additional works at: http://digitalcommons.unl.edu/extensionhist
Rocke, Helen, "EC55-405 Arrowhead and Bar Tack" (1955). Historical Materials from University of Nebraska-Lincoln Extension. 3288.
http://digitalcommons.unl.edu/extensionhist/3288

This Article is brought to you for free and open access by the Extension at DigitalCommons@University of Nebraska - Lincoln. It has been accepted for
inclusion in Historical Materials from University of Nebraska-Lincoln Extension by an authorized administrator of DigitalCommons@University of
Nebraska - Lincoln.

EXTENSION SERVICE
UNIVERSITY OF NEBRASKA COLLEGE OF AGRICULTURE
AND U. S. DEPARTMENT OF AGRICULTUf{E
COOPERATING
W. V. LAMBERT, DIRECTOR''':

Extension
Circular
55-405

\

~

.

,'0
ARROWHEAD AND BAR TACK

- - - - ('<;:
by
\.,r::;>"

: .. \'l'i.-··

\'~
)

Helen Rocke

The arrowhead tack, crow's foot tack,
and bar tack are O.ecorative finishes used on
tailored clothes to emphasize and reinforce
structural points.
The arrowhead tack is used at the top of
a pleat to hold a pleat in position or at points
of darts. Buttonhole twist is usually used for
making the tack.
1. First mark on the cloth an equal-

sided triangle with thread of contrasting color or chalk. Thread
·the needle with the twist and fasten
(Figure 1 - Arrowhead Tack)
by taking a few stitches from the
center of the triangle (as indicated in the illustration), qringing the
thread out at the lower left-hand corner of the triangle. (Figure 1,
point A).
2. Take a short stitch at the upper point(B), passing the n~dle through
from right to left.
3. Insert the needle in the lower right-hand corner (point C) and bring
it out on the line just to the right of A.
4. Continue in this way until the arrowhead is completed, making the
stitches close together and always passing the needle from right to
left. Insert the needle each time outside the thread marking the
triangle. Fasten the thread from the wrong side.
The crowfoot and bar tacks are often used at the
corners of bound pockets. The position of the crowfoot tack is marked in the same Vfay as de):'cribed
above. The thread is fastened and tJ1e needle brought
out at the same point. A short stitch is taken at point
B from right to left.
The second stitch is a short stitch
third stitch is a short stitch at A.
process, making the stitches c 1 o s
following the outline of the crowfoot.
(Figure 2 - Crowfoot)
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(Figure 3 - Bar Tack)

The bar tack is made as follows: Make several
stitches through the material across the end of the
pocket or opening to be reinforced (Figure 3). Work
over the long stitches with short over-and-over
stitches. always passing the needle through the material. Finish each end with a small bar tack. using
the same method.

